Troubleshooting DriEaz 150 and 325 Desiccants

Power On – No indicator Lights
1. Check that the unit is plugged in and that the circuit is supplying power – use another outlet if needed,
2. Check two Main fuses – replace as needed.

[bookmark: _GoBack]DRITEC 325 ONLY – Blower On or Heater On but Light is OFF
1. Check fuses – do not replace fuse until the cause of fault is determined.
2. Check power cord – replace as needed.
3. Check unit internal wiring – repair wiring as needed.
4. Check for blocked reactivation air stream – clear blockage.
5. Check for correct line voltage use another outlet if needed.
6. Check heater elements and blower motor – repair or replace as needed.

Reactivation Outlet Temperature Too Low – should be about 30F (17C) above room temperature
1. Check for source of increased moisture in the space being processed, such as ducting leaks, open doors or windows, etc – correct as needed
2. Check for failed heater elements – replace as needed
3. Check that the blower wheel is turning freely – repair or replace as needed

Poor Dehumidifying Performance – Unit is Running
1. Check for blocked air filter, blocked air inlet or blocked air outlet(s)
2. Check for increased humidity loads. Check the process space for open doors, leaks in ductwork etc
3. Check for low temperature at the reactivation outlet
4. Check the heating elements – replace as needed
5. Check for rotation of rotor – repair or replace as needed

Rotor has Stopped
1. Check fuses. Don not replace until the cause of the fault has been determined.
2. Check drive belt and motor – repair or replace as needed
3. Check for worn/leaking seals – replace as needed.
