HYDRAMASTER CHEMICAL SYSTEM
[bookmark: _span_style_color_0000FF_b_CHEMICAL_SYST]BOXXER, TITAN, MAXX, CDS, SPITFIRE, CROSSFIRE CHEMICAL SYSTEM

CHEMICAL SYSTEM WON’T PRIME OR METER CORRECTLY

Owner/Operator
Chemical jug is empty
· Fill chemical jug with the proper pre-mixed chemical solution.

Chemical jug ran dry.
· If the chemical system has run dry, it may be necessary to “force prime” the system.
· Insert the prime hose from the chemical jug - the hose without the strainer - into the vacuum inlet, cup your hand over the inlet tube to create suction, allow the system to purge for 15 seconds, when chemical is flowing put the hose back into the bottom of the chemical jug.

Chemical jug is full still won't prime or meter correctly.
· Clean chemical feed hose strainer.
· CDS and SPITFIRE clean solution tank chemical Y valve screen.
· Inspect chemical hoses for kinks.
· Inspect chemical hoses for cracks, leaks, loose fittings
· Inspect chemical hose brass fittings for leaks, breaks, clogs.

Qualified Technician
· Check valves in chemical pump need replacement.
· Chemical pump diaphragm needs replacement.
· Chemical pump disk needs replacement.
· Chemical meter needs repair or replacement.
· Check valve in high pressure pump needs replacement.
· Three-way chemical prime valve needs repair or replacement.
· Three-way chemical valve needs repair or replacement.
· Chemical metering valve needs repair or replacement.
· High pressure/Solution Outlet check valve needs replacement.
· [bookmark: _span_style_color_0000FF_b_SOLUTION_JUG_]CDS and SPITFIRE: Solution tank chemical Y valve needs repair or replacement.


CHEMICAL JUG IS FILLING WITH WATER.

Owner/Operator
Chemical hoses or fittings are loose or leaking
· Inspect all chemical hoses and fittings and tighten as needed.

Check Valve on the chemical pickup hose in chemical jug is missing or bad
· Replace Chemical Hose Check Valve.

[bookmark: _GoBack]Qualified Technician
· Three-way chemical valve needs repair or replacement.
· Inlet check valve in chemical pump need replacement.
· Chemical pump diaphragm needs replacement.
· High-pressure check valve needs replacement.
