PROCHEM WATER HEATING SYSTEM

MACHINE OVERHEATS AND SHUTS DOWN:

Owner/Operator
Machines with Liquid Cooled Engine
· Check engine coolant level, add coolant as needed.
· Inspect Radiator, clean and remove any debris.
· Check for leaks, tighten hose clamps as needed.

Heat Exchange Control is in is in Heat Exchange mode or is set to high
· Place Heat Control into Muffler/Exhaust mode.
· Lower the Temperature Control setting.

One or both orifices or filter screens are restricted
· Remove, inspect and clean or replace orifices or filter screens as needed.
· Check and replace any burned fuses.

Qualified Technician
· Water system hoses or components are clogged with Scale buildup.
· High temperature dump solenoid needs repair or replacement.
· Temperature Control needs adjustment or repair.
· Heat exchange/Muffler control needs adjustment or repair.
· Water box Temperature valve needs replacement.
· Bypass orifices are blocked.
· [bookmark: _span_style_color_0000FF_b_LOW_WATER_TEM]Maximum engine RPM is too high.
· [bookmark: _GoBack]Coolant overflow bottle is leaking or bubbling over.


LOW WATER TEMPERATURE:

Owner/Operator
Machine is not sufficiently warmed up
· Put the machine under vacuum load and allow it to warm up before cleaning begins.

Water temperature control is set too low
· Increase temperature control to a higher temperature.

Heat Exchange Control is in Divert/Muffler mode
· Place Heat Control into Heat Exchange/Cleaning Mode.

Qualified Technician
· Solution system hoses or components are clogged with Scale buildup.
· Temperature Control System needs adjustment or repair.
· Heat Exchange/Muffler system needs adjustment or repair.
· Hot water dump systems is activating at low temperature.
· Heat exchangers are leaking or clogged and need repair.
· Engine RPM is too low and needs adjustment.
